
PRODUCT BASIC BT Connection 2.4GHZ WIRELESS BACKLIGHT CONTROL
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(only for RGB version)
Switch the backlight color
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Backlight Speed+

Restore to factory settings

Backlight Brightness+

Backlight Brightness-

MULTIMEDIA KEYS FOR WINDOWS MULTIMEDIA KEYS FOR MAC 
In Windows mode (FN+A: switch to Windows system) MAC system (FN+s: switch to MAC system)
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SYSTEM REQUIREMENTS
MAC system Windows key and ALT key swap

window lock
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switch to windows system

Download Driver Address：www.rkgaming.com/download/1

ScrLk

PrtSc

Home

End

Ins

switch to mac system

SECOND COMBINATION FUNCTION KEY

Executive standard:GB/T 14081-2010 
Made in China www.rkgaming.com

      WARNING: This product can expose you to chemicals including {name of one or more 
      chemicals}, which is (are) known to the State of California to cause cancer and birth defects 
      or other reproductve harm. For more information go to www.P65wamings.ca.gov.

TYPE-C HUB Interface

WIRED MODE：
Connect the USB to the device and 
select the USB mode with the knob.

AT HOME SCREEN
1.Press and hold for three seconds to power on/off
2.clockwise rotation for volume+ and 
counterclockwise rotation for volume -
3.Short press to enter the mode switching options

Mode Switching Options
1.knob for ‘Select’
2.Short press for ‘OK’

1.CAPS

2.Win

3.ScrLk

Clickable 
Scroll 
Wheel

DISPLAY 
SCREEN

Battery Level
WIN/MAC
Wired/2.4G/BT Mode
Volume Level (It can only be used 
with the driver.)

100%

USB Win

BT1 2.4G

100%

USB Win

BT1 2.4G

Rotate the knob and choose BT1 mode
BT Pairing：
1. Short Press the knob to enter the mode switching options；
2. Turn the arrow to BT1, Long press the knob to enter BT1 pairing mode, and the display shows "BT Pairing"；
3. Turn on the Bluetooth of computer/phone, and search for the displayed name: RK-M75, then connect the device;
4. Successful connection.
Similarly, repeat the above steps to store 3 groups of Bluetooth devices, and switch between different Bluetooth 
devices via the knob.
(Kindly Reminder: before switching, please pair 3 groups of Bluetooth first.) 
(The display shows "BT Re-Link" indicating the BT connection status.)BT1

DISPLAY SCREEN/CLICKABLE SCROLL WHEELWIRED MODE/INDICATOR LIGHTS

Rotate the knob to 2.4G mode：
2.4G Pairing：
1. Short Press the knob to enter the mode switching options;
2. Turn the arrow to 2.4G, Long press the knob to enter 2.4G pairing mode, 
     and the display shows "2.4G Pairing". 
Plug in the 2.4G dongle; Successful pairing will return to the home screen.
 (The display shows "2.4G Re-Link" indicating the 2.4G connection status.)
※.Warm prompt: It has been paired before leaving the factory, and there is 
   no need to pair each time.2.4G

2.4G Dongle 
Storage area

327.6(L)×138.5(W)×42(H)±2
81 keys
Single light/RGB

This device complies with part 15 of the FCC Rules. 
Operation is subject to the following two conditions: 
   (1) This device may not cause harmful interference,  
   (2) this device must accept any interference received, 
    including interference that may cause undesired operation.

Note: This equipment has been tested and found to comply with the limits for a ClassB digital device, 
pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection 
against harmful interference in a residential installation. This equipment generates, uses and can 
radiate radio frequency energy and, if not installed and used in accordance with the instructions, 
may cause harmful interference to radio communications.

However, there is no guarantee that interference will not occur in a particular installation. 
If this equipment does cause harmful interference to radio or television reception, 
which can be determined by turning the equipment off and on, the user is encouraged to try to correct 
the interference by one or more of the following measures:

Increase the separation between the equipment and receiver.
Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
Consult the dealer or an experienced radio/TV technician for help.
Warning: Changes or modifications to this unit not expressly approved by the part responsible for 
compliance could void the user’s authority to operate the equipment.
FCC Radiation Exposure Statement
The device has been evaluated to meet general RF exposure requirement. 
The device can be used in portable exposure condition without restriction.

Reorient or relocate the receiving antenna.

FCC COMPLIANCE STATEMENT (USA only) FCC COMPLIANCE STATEMENT (USA only)


